
ENGINES	 BC2	 BC2	(Rack	Mount)	 BC	GIGSTER	
LINE	INPUT	XLR	 	 	 	

MIC	INPUT	XLR	 	 	 	

COMBI	XLR/LINE	INPUT	(GIGSTER	ONLY)	 	 	 	
MIC	OUT	 	 	 	
MIC/LINE	OUT	HARDWIRED	TO	MIC	IN	 	 	 	
SIGNAL	OUTPUT	 	 	 	
VOLTAGE	SWITCHABLE	 	 	 	

AMP	 230v/115v	 230v/115v	 230v	or	115v	
(Voltage	Specific)	

AMP	OUTPUT	 150w	 150w	 150w	

DYNAMIC	LOAD	PROTECTION	BUILT	IN	 	 	 	
DIMENSIONS	 30x30x30cm	 2U	High	 34x16x10cm	

WEIGHT	 9.5kg	 5.9kg	 3.4kg	

MAINS	CABLES	INCLUDED	 International	3	piece		
mains	cable	set	

International	3	piece		
mains	cable	set	

Captive	mains	cable	for	either		
UK,	USA	or	Euro	Plug	

CONNECTING	CABLES	INCLUDED	 Speakon	NL4	for		
engine	to	throne	top	

Speakon	NL4	for		
engine	to	throne	top	

Speakon	NL4	for		
engine	to	throne	top	

OTHER	CABLES	INCLUDED	 	 	 XLR/Jack	Adaptor	Cable	

INSTRUCTIONS	AND	TIPS	BOOKLET	 	 	 	
	
THRONE	TOPS	 ROUND	 SADDLE	 EXTRA	WIDE	
DEPTH	 40x40x24cm	 40x40x24cm	 50x40x24cm	

WEIGHT	 5.7kg	 5.7kg	 5.9kg	
	
For	more	information,	please	visit:	Porter	&	Davies	-	Products	


